Assembly instructions

Bag dispenser

Ca n_Ad a pt Bag dispenser to aid collection of dog waste

Litter Bins and Astrays

Remove packing. * First, it is necessary to drill on the litter bin surface on
The required material to assemble the Can-Adapt dispenser to an urban which the bag d|spen§erW|II be placed. ) )
litter bin is indicated as follows Please, proceed to drill two M6 holes at 53mm distance in

vertical or horizontal, depending on the location selected
for the bag dispenser.

Wrench
(not included)

Drill
(not included)

%%

Bag dispenser DIN 912 M6 Allen key 5mm

w,

2x screws and nuts

body Bags holder (Included) (not included)

9 Place the bag dispenser body on the drilled holes e Next, bags set should be put inside the holder e For placing the bags set inside, it is necessary to
and insert the screws on the frontal opening, Screws part. Please keep the bags’ holder in vertical introduce the fixing hooks on the holes placed

should go through the body and litter bin holes. position with the hooks facing upward. inside the bags set. Please, introduce as many
Later, please thread the nuts using the key Allen and hooks as holes are on the set.
pliers

o i g ~ I &
Il

Once fixed, proceed to roll up the bags set on The bags set is ready to be placed on the bags 9 ) )
the bended aluminum part by placing it on the dispenser body. Just introduce by pressing the The bag dispenser is ready to be used!
upper part. part inside and lock the key.
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